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Navn: Monteringsboks

Monteringsboks for gipsvegger, hull 70mm

Type: AUS15.2

EAN: 6410011523841

El-nummer: 1220027

Beskrivelse: Monteringsboks for ettermontering. Svekkinger for rør eller kabler åpnes, og boksen
presses inn i hullet. Skruene dras til med urviserne, slik at festebraketten dras til
mot platen og fester boksen. Det er seks svekkinger rundt boksen og fire svekkinger
i bunn av boks. Ved bruk av kabler kan strekkavlaster AS 12 benyttes. Laget av
halogenfritt material (IEC/61249-2-21) og oppfyller kravene for gløde tråd testen i
henhold til standard IEC/EN60670: 2005 (850 °C).

Forpakning: 50

Enhet: STK

JM8K

ETIM
ETIM 5.0 EC002601 (EC002601)
ETIM 6.0 EC002601 (EC002601)
ETIM 6
Mounting method Flush mounted (plaster)
Shape Round
Construction type Device connection box (round/square)
Model Single
Provided with revolving ring
Can be coupled 1
Equipped with None
Diameter 71 mm
Depth 43 mm
Internal depth 41 mm
For number of electric fittings 1
Mounting switching equipment Screwing
With screws 1
Housing feed-through by break-out
opening

1

Housing feed-through by seal
membrane
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Housing feed-through by nozzleHousing feed-through by nozzle
Housing feed-through by step
membrane
For tubediameter 20 mm
Suitable for cable diameter 8 … 13 mm
Pipe locking
Pipe locking optional
Inlet from the rear 1
Number of inlets
Number of included spouts
Material Plastic
Halogen free 1
Surface protection Untreated
Colour White
Degree of protection (IP) Other
Cover None
Cover attachment Not applicable
Sealable
Circuit integrity None
With screening
Wind proof
Max. conductor cross section 0 mm²
Number of poles of the clamp
Clamp position fixed
Luminaire hook mounting
Nozzle None
With nail lugs
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